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covposite  Pioneer Series 114

DESCRIPTION

Suitable for a variety of applications, the timeless look of our

Pioneer 114 series is great for residential, multi-family, and even g -
utility or industrial locations. The fixture is constructed from a

white aluminum pan with a white acrylic drum diffuser. It can also be

fitted with an optional motion sensor. Available in integrated LED or

2x E26 medium base. 120V integrated LED models are 90 CRI with field-

selectable 3000K / 4000K / 5000K; 120-277V models are 80 CRI in 3000K

or 4000K.

FEATURES

» Opal White Acrylic Diffuser

* White Aluminum Pan

* UL Listed Damp Location

* Buy American Act Compliant

» Ceiling or Wall Mount

» Title 24 Part 6 Compliant (90 CRI models only)

+ CCT 3000K/4000K/5000K Field-Selectable (120V LED); 3000K or 4000K
(120-277V LED)

* Warranty (5-Year LED) (3-Year Medium Base)

Accessories

.

| MICROWAVE SENSOR
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Security Sensor

QS = Quick Ship STD = Standard CSTM = Custom Non-returnable
ORDERING GUIDE (order by complete model # as shown)

Security | Emergency

Incon Model # Lens Color | Finish Wattage Lumens Voltage Photocell .
Sensor Driver

QS 11411-2E26 White White E26 - - 120V - - Available -
STD |11411-13LED-120-CCT White White | 13W Integrated LED 1300 3K/4K/5K Select| 120V 90 - Available -
STD |{11411-17LED-120-CCT White White 17W Integrated LED 3K/4K/5K Select| 120V 90 - Available -
STD |11411-23LED-120-CCT White White | 22W Integrated LED 2150 3K/4K/5K Select| 120V 90 - Available -
STD  |11411-22LMV-30K White White | 22W Integrated LED 1704 30K 120-277V | 80 - Available -
STD |11411-22LMV-40K White White | 22W Integrated LED 1824 40K 120-277V | 80 - Available -

OPTIONS - add suffix to model #: MS - Motion Sensor
Specifications subject to change without notice
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