
◆

Compliances:
◆ 

◆

◆

 
cULus Listed Pending.

◆
Co nstruc�tion:

Heavy-gauge aluminum housing.

◆

Electrical:
◆

 
0-10V dimmable driver. The dimming wire is not led
out from the fixture.
Input voltage 120-277Vac for US market.◆

Finish: 
◆ Available in dark bronze, black, & white.

CCT SELECTABLE

Introduc�tion

Optics:
M oun�ting:
◆ Wall mount is suitable for indoor or outdoor

applica�tions and easy to modify.

Warranty: 
◆ 5-year limited warranty.

Product �Specifica�tions

◆ 
Ambient Temperature: 

-40°F (-40°C) to 113°F (45°C)

4000K 5000K3000K
Wa�ttage� Selectable�

20WS

38WS

Wa�ttage� Selectable�

◆

 CCT Selectable 3000K or 4000K or 5000K (Default 
se�ng).
 Proprietary op�tics delivers a true uniform, batwing 
distribu�tion. Narrow and Wide distribu�tion selectable. 

◆

YEAR
5 WATTAGE

SELECTABLE
CCT

SELECTABLE - +
0-10V
DIMMING

WET
LOCATION

BEAM
SELECTABLE

UP-DOWN
LIGHTING

SELECTABLE

The Incon 212-02 Cylinder Light is a modern 
fixture that blends elegant design with functional 
versatility, offering both style and efficiency. ​

This fixture offers versatile selection capabilities, 
including wattage, CCT, distribution, and lighting 
direction, enabling easy adjustments to suit 
various environments and lighting needs. ​​

Equipped with a standard photocell for effortless 
lighting control and enhanced energy efficiency. ​​

Whether for building entrances, walkways, 
patios, or exterior facades, the 212-02 delivers a 
balanced mix of modern style, durable 
performance, and superior up-and-down 
illumination. ​​

212-02
LED Cylinder Up/Down Light 

Specifications subject to change without notice. Rev. 102935For more information visit our website at inconlighting.com 
Ph: 800-393-5630 E: sales@inconlighting.com

212-02

Product name
212-02

Wa�ttage
XXWS

Input Voltage
Leave Blank

Blank=120-277/347VacBlank=CCT 3000K/4000K/5000K

CCT
Leave Blank

Ordering Guide EXAMPLE: 212-02-38WS-BZ-E

20WS=20W/16W/10W 
38WS=38W/31W/19W

Note: WS=Wattages 
Selectable

Color
XX

BZ=Bronze
BLK=Black
WH=White

Emergency Ba�ery
Y

Blank=without 
emergency 
E=4W Emergency 



Model 

Performance Data

Lumen@5000K CCT Input voltage

Photometrics

Wa�age

CCT Se�ng

Adjust CCT between 3000/4000/5000K, 5000K default se�ng  

Versa�le Selec�on Capability

212-02-20WS

212-02-38WS

3000K/4000K/5000K
Selectable

(20/16/10)W

(38/31/19)W 

Max. 2,400lm

Max. 4,560lm 

120-277V

700

1400

2100

2800

700

120°

105°

90°

75°

60°

45°

120°

105°

90°

75°

60°

45°

Gamma Angles 180°

30° 15° 0° 15° 30°

cd/klm

150

300

450

600

150

750

120°

105°

90°

75°

60°

45°

120°

105°

90°

75°

60°

45°

Gamma Angles 180°

30° 15° 0° 15° 30°

cd/klm

Narrow Wide

Power Se�ng

Note: Narrow and Wide distribu�on can be selected via the switch.

Distribu�on Se�ng

Adjust direc�on among Up/Full/Down, Full light default se�ng  

Note: When adjusted to only single-sided ligh�ng, the power is halved.  

Direc�on Se�ng

Switch Distribu�on Selec�on Default Se�ng 

1

2

3

4

Full & Narrow Light

Up & Narrow + Down & Wide Light

Up & Wide + Down & Narrow Light

Full & Wide Light

Full & Narrow 

Light

Product Size Power Selec�on (L1/L2/L3) Default Se�ng 

Size 1

Size 2

Adjust power between 20/16/10W 

Adjust power between 38/31/19W

20W default se�ng

38W default se�ng

1

2

3

4

3000K

4000K

5000K 

L1

L2

L3

Up

Full

Down 
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Wattage(W)

10

16

20

19

31

38

Electrical Data

Model Series

212-02-20WS

212-02-38WS

Current (A)

Input Voltage (V)

0.09 

0.15

0.19 

0.18 

0.29 

0.35 

120

0.06 

0.09 

0.11 

0.11 

0.17 

0.21 

0.05 

0.07 

0.09 

0.09 

0.14 

0.18 

0.04 

0.06 

0.08 

0.08 

0.12

0.15 

208 240 277

Dimensions 

Comes as standard

XPC-B
Photocell -With Sunshade Cover
(Remove the cover cap to enable 
the photocell  function.)

Control  Op�tions

Accessories
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XEBB27-4WDC

Emergency Battery 
Backup   
EMY-04150DO-
UH-4W/90min,   for 
212-02 at AC120-277V   Emergency test bu�on 

and indicator

Factory-Installable OR Field-Installable (field-installable purchased separately)

Emergency  Ba�ttery  Backup
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