On-the-Wal Decorative Vanity

505 SERIES cus

Damp

STANDARD SPECIFICATIONS

Housing Finished Cold Rolled Steel
Lens Clear UV Stabilized Acrylic with White Acrylic Insert
Frame Acrylic Frame (Specify Finish) 50513B | BrONZE
Certification Damp Location Listed
Mounting Wall or Ceiling Mount
Match Decorative Wall Fixture 230 Series

RePLACEMENT PARTS

LENS-50513B-24 | 24" Clear Lens w/ White Insert & Bronze Frame 50517 | ULra CHROME
LENS-50515-24 24" Clear Lens w/ White Insert & Black Frame
LENS-50517-24 24" Clear Lens w/ White Insert & Ultra Chrome Frame
LENS-50513B-36 36" Clear Lens w/ White Insert & Bronze Frame
LENS-50515-36 36" Clear Lens w/ White Insert & Black Frame
LENS-50517-36 36" Clear Lens w/ White Insert & Ultra Chrome Frame
LENS-50513B-48 48" Clear Lens w/ White Insert & Bronze Frame
LENS-50515-48 48" Clear Lens w/ White Insert & Black Frame
LENS-50517-48 48" Clear Lens w/ White Insert & Ultra Chrome Frame
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1 - Clear with White 3B - Bronze J8LED +20-277V--50/40Hz-Non-Dimpabl
| 583 CRITSLEDT P
— ﬂ Acrylic Insert Options: 30Kt Warts 1700
5 - Black 40K:—H4 WerHs1800-Lumens

7 - Ultra Chrome 24LED >83-CRIFEAED-Tubes {2}

30K | 3000 Kelvin Warm White Light Temperature 3524 Wets2400+tumens
35k | 3500kelvin-Medi White-Light Temperah 40K:24 Watts2500-Lumens

40K | 4000 Kelvin Cool White Light Temperature

50K | 5000 Kelvin Full Spectrum Light Temperature 120-277V. 50/60Hz, Non-Dimmable

36LED >83 CRI, T8 LED Tubes (2)
Options: 30K: 30 Watts, 3500 Lumens
35K:-30 Watis-3600-Lumens

40K; 30 Watts, 3700 Lumens
50K: 30 Watts, 3860 Lumens

\ / * May not be available in all wattages or combinations, please call factory. éLADA Compliant
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